标题：ABILKEEN JDZX9-35KV 30/150/300VA Single-Phase Dry-Type Voltage Transformer






[bookmark: _GoBack]短描述：The JDZX9 - 35 series of indoor voltage transformers are engineered with an epoxy resin casting technique and feature a fully enclosed post - type structure. Tailored for power systems with a rated frequency of either 50Hz or 60Hz and a rated voltage reaching up to 35kV (40.5kV), these transformers are versatile devices used for precise current measurement, accurate electric energy metering, and efficient relay protection.​





[bookmark: OLE_LINK1]产品详情：The construction of these voltage transformers is unique, with the iron core and windings integrated through a casting process. Among them, the JDZX9 - 35 and JDZFX9 - 35 models are single - phase transformers, specifically designed to be connected between phases. The JDZFX9 - 35 model stands out with its dual secondary windings. This configuration enables separate functions: one winding is dedicated to energy measurement and voltage monitoring, while the other serves for relay protection. The iron core of these transformers is fabricated from high - quality cold - rolled silicon steel sheets, ensuring excellent magnetic properties and stable performance.​
In terms of compliance, the JDZX9 - 35 series of voltage transformers strictly adheres to international and national standards. It meets the requirements of IEC60044 - 2, an internationally recognized standard for voltage transformers, as well as GB1207 - 2006, the national standard in China, guaranteeing its quality and reliability in various electrical applications.
It is resistant to dirt and moisture, and is also suitable for use in tropical areas. The transformer does not require special maintenance, but only needs to remove the surface dirt regularly. Since the transformer is fully enclosed and cast insulation, it is small in size and light in weight, suitable for installation in any position and direction. . A terminal box is installed at the secondary outlet terminal. There are three outlet terminal holes on the box, and the secondary wires can be drawn from different directions. The wiring is convenient, safe and reliable, and can realize anti-theft measures.

